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S H O R T  P L A N T  S E R I E S

Short Plant growth chambers and rooms 

are specifically designed to maximize 

growth area by incorporating a multi-

tier shelf design. They are ideal  for 

genetic studies involving Arabidopsis, 

plant physiology, and early growth 

studies of seedlings.
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S H O R T  P L A N T  S E R I E S

SPC-7-2H 0.7m² x 2 (8ft² x 2) 685mm (27") 750µmol m-2 s-1 10°C to 35°C 4°C to 40°C 1955mmW x 750mmD x 2005mmH (77”W x 29½”D x 79”H)

SPC-28 2.8m² (30ft²) 635mm (25") 750µmol m-2 s-1 10°C to 35°C 4°C to 40°C 2690mmW x 890mmD x 2005mmH (106”W x 35”D x 79”H)

SPC-37 3.7m² (40ft²) 850mm (33½") 750µmol m-2 s-1 10°C to 35°C 4°C to 40°C 2540mmW x 890mmD x 2820mmH (100”W x 35”D x 111”H)

SPC-56 5.5m² (59ft²) 535mm (21") 750µmol m-2 s-1 10°C to 35°C 4°C to 40°C 2540mmW x 890mmD x 2820mmH (100”W x 35”D x 111”H)

SPC-74 7.2m² (78ft²) 400mm (15¾") 750µmol m-2 s-1 10°C to 35°C 4°C to 40°C 2540mmW x 890mmD x 2820mmH (100”W x 35”D x 111”H)

SPR Series - 760mm (30") Canopy - Fixed height shelves and fixed height lamp canopy

SPR-56 5.6m² (60ft²) 560mm (22") 600µmol m-2 s-1 15°C to 35°C 10°C to 35°C 3240mmW x 1780mmD x 2800mmH (10’7½”W x 5'10”D x 9’2¼”H)

SPR-111 11.1m² (120ft²) 560mm (22") 600µmol m-2 s-1 15°C to 35°C 10°C to 35°C 3240mmW x 3240mmD x 2800mmH (10’7½”W x 10’7½”D x 9’2¼”H)

SPR-167 16.7m² (180ft²) 560mm (22") 600µmol m-2 s-1 15°C to 35°C 10°C to 35°C 3240mmW x 4700mmD x 2800mmH (10’7½”W x 15'5”D x 9’2¼”H)

SPR-223 22.3m² (240ft²) 560mm (22") 600µmol m-2 s-1 15°C to 35°C 10°C to 35°C 3240mmW x 5865mmD x 2800mmH (10’7½”W x 19'3”D x 9’2¼”H)

SPR-279 27.9m² (300ft²) 560mm (22") 600µmol m-2 s-1 15°C to 35°C 10°C to 35°C 3240mmW x 7330mmD x 2800mmH (10’7½”W x 24'½”D x 9’2¼”H)

SPR-335 33.4m² (360ft²) 560mm (22") 600µmol m-2 s-1 15°C to 35°C 10°C to 35°C 3240mmW x 8790mmD x 2800mmH (10’7½”W x 28'10”D x 9’2¼”H)

SPR Series - 915mm (36") Canopy - Fixed height shelves and fixed height lamp canopy

SPR-67 6.7m² (72ft²) 560mm (22") 600µmol m-2 s-1 15°C to 35°C 10°C to 35°C 3530mmW x 1780mmD x 2800mmH (11’7”W x 5'10”D x 9’2¼”H)

SPR-134 13.4m² (144ft²) 560mm (22") 600µmol m-2 s-1 15°C to 35°C 10°C to 35°C 3530mmW x 3240mmD x 2800mmH (11’7”W x 10’7½”D x 9’2¼”H)

SPR-201 20.1m² (216ft²) 560mm (22") 600µmol m-2 s-1 15°C to 35°C 10°C to 35°C 3530mmW x 4700mmD x 2800mmH (11’7”W x 15'5”D x 9’2¼”H)

SPR-268 26.8m² (288ft²) 560mm (22") 600µmol m-2 s-1 15°C to 35°C 10°C to 35°C 3530mmW x 5865mmD x 2800mmH (11’7”W x 19'3”D x 9’2¼”H)

SPR-334 33.4m² (360ft²) 560mm (22") 600µmol m-2 s-1 15°C to 35°C 10°C to 35°C 3530mmW x 7330mmD x 2800mmH (11’7”W x 24'½”D x 9’2¼”H)

SPR-401 40.1m² (432ft²) 560mm (22") 600µmol m-2 s-1 15°C to 35°C 10°C to 35°C 3530mmW x 8790mmD x 2800mmH (11’7”W x 28'10”D x 9’2¼”H)

SPRS Series - 760mm (30") Canopy - Adjustable height wire shelves and adjustable height lamp canopy

SPRS-56 5.6m² (60ft²) 500mm (19¾") 600µmol m-2 s-1 15°C to 35°C 10°C to 35°C 3240mmW x 1780mmD x 2800mmH (10’7½”W x 5'10”D x 9’2¼”H)

SPRS-111 11.1m² (120ft²) 500mm (19¾") 600µmol m-2 s-1 15°C to 35°C 10°C to 35°C 3240mmW x 3240mmD x 2800mmH (10’7½”W x 10’7½”D x 9’2¼”H)

SPRS-167 16.7m² (180ft²) 500mm (19¾") 600µmol m-2 s-1 15°C to 35°C 10°C to 35°C 3240mmW x 4700mmD x 2800mmH (10’7½”W x 15'5”D x 9’2¼”H)

SPRS-223 22.3m² (240ft²) 500mm (19¾") 600µmol m-2 s-1 15°C to 35°C 10°C to 35°C 3240mmW x 5865mmD x 2800mmH (10’7½”W x 19'3”D x 9’2¼”H)

SPRS-279 27.9m² (300ft²) 500mm (19¾") 600µmol m-2 s-1 15°C to 35°C 10°C to 35°C 3240mmW x 7330mmD x 2800mmH (10’7½”W x 24'½”D x 9’2¼”H)

SPRS-335 33.4m² (360ft²) 500mm (19¾") 600µmol m-2 s-1 15°C to 35°C 10°C to 35°C 3240mmW x 8790mmD x 2800mmH (10’7½”W x 28'10”D x 9’2¼”H)

SPRS Series - 915mm (36") Canopy - Adjustable height wire shelves and adjustable height lamp canopy

SPRS-67 6.7m² (72ft²) 500mm (19¾") 600µmol m-2 s-1 15°C to 35°C 10°C to 35°C 3530mmW x 1780mmD x 2800mmH (11’7”W x 5'10”D x 9’2¼”H)

SPRS-134 13.4m² (144ft²) 500mm (19¾") 600µmol m-2 s-1 15°C to 35°C 10°C to 35°C 3530mmW x 3240mmD x 2800mmH (11’7”W x 10’7½”D x 9’2¼”H)

SPRS-201 20.1m² (216ft²) 500mm (19¾") 600µmol m-2 s-1 15°C to 35°C 10°C to 35°C 3530mmW x 4700mmD x 2800mmH (11’7”W x 15'5”D x 9’2¼”H)

SPRS-268 26.8m² (288ft²) 500mm (19¾") 600µmol m-2 s-1 15°C to 35°C 10°C to 35°C 3530mmW x 5865mmD x 2800mmH (11’7”W x 19'3”D x 9’2¼”H)

SPRS-334 33.4m² (360ft²) 500mm (19¾") 600µmol m-2 s-1 15°C to 35°C 10°C to 35°C 3530mmW x 7330mmD x 2800mmH (11’7”W x 24'½”D x 9’2¼”H)

SPRS-401 40.1m² (432ft²) 500mm (19¾") 600µmol m-2 s-1 15°C to 35°C 10°C to 35°C 3530mmW x 8790mmD x 2800mmH (11’7”W x 28'10”D x 9’2¼”H)

CHAMBERS

ROOMS

Note a: Light intensity measurements at 150mm (6”) from the lamps at 25°C.
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